
EVA 3 PLUS Data Sheet

A TURNKEY VISUAL 
ASSESSEMENT SOLUTION 
FOR WOMEN’S HEALTH
The EVA System helps clinicians view, capture, annotate, and 
share images and video of the cervix, vagina, and vulva for 
medical visual assessment. The EVA System consists of an 
integrated optical device and a mobile computing system 
with a HIPAA-compliant app and online portal. The CE-
marked and FDA-cleared portable EVA System is used for 
colposcopy and forensic sexual assault examinations at the 
point of care.

TECHNICAL SPECS
EVA 3 Plus

Operating System
Android 7

Mobile Device
Samsung Galaxy J5 PRO

Processor
1.6GHz Octa-core

Display
Super Amoled
720x1280 pixels
HD 5.2’ (131.8 mm)

Camera
- CMOS sensor, 13 MP resolution
- 250mm - 400mm working distance
- 4.0x optical / 16x with digital zoom

Video
-FHD (1920x1080@30fps)
-Playing format: MP4

Connectivity
-2G GSM, 3G WCDMA, 4G LTE FDD,
4G LTE TDD
-Wi-Fi: 802.11 a/b/g/n/ac 2.4+5GHz
-Bluetooth V4.1

Power
-Micro USB charger 5V DC
-Two batteries:
3000 mAh (mobile device)
6500 mAh (optical unit)

Illumination
-6000k 3W LED (3.6V)
-Wire-grid polarizer for glare reduction

Dimensions and weight
-Colposcope (HxWxD)
24.39 cm x 8.1 cm x 10.41 cm
-Packaging (HXWXD)
16cm x 29.4cm x 24.4cm
- Weight: 605 gr

This certification is an independent assurance to our customers of our commitment to the 
quality of our internal processes to consistently meet customers’ and applicable regulatory 
requirements and controls.
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STATE OF THE ART 
MEDICAL OPTICS
The EVA System is designed to provide clinicians with superb 
medical-grade images to aid visualization and diagnosis:

16 times magnifying lens 
The EVA System has a combined 16x image magnification  
(4x optical and 4x digital). Its 13 MP camera resolution and 
250-400mm working distance allow for a superior image
and video capture.

Wire-grid polarization for glare reduction
The EVA System implements a reflective wire-grid polarizer 
to reduce glare.  The polarizers allow diffusely reflected light 
to reach the camera, but reject specular glare reflected off 
the tissue surface, making the images clean and clear.

LED light
The EVA System incorporates a white LED light with a  
6000k color temperature and polarizer to  
ensure consistent well-lit visualization and image capture.

Green filter
EVA’s image capture includes a digital green filter that has 
been designed to optimize contrast of vascular structures.

Contactless image capture
With the EVA System’s hand-waving feature, clinicians are 
able to capture images with a movement of their hand 
in front of the EVA’s display without needing to touch the 
device itself, maximizing image quality while reducing the 
likelihood of contamination.

Mucus removed  
and cervix cleaned

Acetic white acid 
applied for 2 minutes

Green filter
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